
• Portable docking station for use 
with the Lovibond® TR 520 / 500 
series of spectrophotometers

• Provides a light controlled 
environment and sample optical 
cells for the colour measurement 
of liquids, gels, powders and 
other ‘awkward’ objects

• No ambient light - tight-fitting 
integral lid

• Supports a wide variety of 
samples with cell sizes of 10, 20 
and 30mm

TRA 520 / TRA 500

• Supplied with a white 
background plate to ensure 
consistency of readings 

• Light weight and portable, yet 
very sturdy and robust

• Quick and easy to calibrate the 
instrument within the adapter

• Available as a package - TR 500 
(TRA 500) and TR 520 (TRA 
520) or as an upgrade from the 
TR 500 / 520 (serial number 
required)
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TRA 520 / TRA 500 Innovative Product Design

Order No Product Order No Product

403225 Lovibond® TRA 520 605910 W586.OG.30mm Cell

403220 Lovibond® TRA 500 (8mm aperture) 605895 W586.OG.10mm Cell (Pack of 5)

605890 W586.OG.10mm Cell 605905 W586.OG.20mm Cell (Pack of 5)

605900 W586.OG.20mm Cell 605915 W586.OG.30mm Cell (Pack of 5)

The TRA 500 / 520 docking station is precision engineered to house the 
TR500 /TR 520 spectrophotometer at the optimum ergonomic position 
for touch screen operation and sample colour measurement.

10, 20 and 30mm optical glass 
cells are supplied with the unit to 
securely position and hold a variety 
of liquid, gel and powder samples

A white background plate is 
included to ensure consistency 
of colour measurement

A cover slots securely into place 
above the glass cell to ensure no 
ambient light can affect the reading


